
 The Double Roller Cultipacker Series is designed for proper seedbed preparation and to 
help reduce wind and water erosion. The compactions help prevent moisture loss and help assure 
proper seed germination by forming a firm and level seedbed. The 16” cast iron notched wheels are 
mounted with 1 1/8” triple sealed ball bearings and are heavy enough to pulverize hard clods. These 
models come in 8’, 10’, 12’ and 16’. Each size includes hydraulic lift cylinder, hydraulic hoses, tire 
and rim assembly, clevis type hitch, safety chain and hydraulic cylinder transport lock out. These 
units consist of two sets of rollers, wheel carriage, leveling assembly, and clevis hitch.

To see our full line of Agricultural, Landscape, and Sportsman implements visit us on the web at 
www.monroetufline.com

PO Box 7755, Columbus, MS 39705   Phone (662) 328-8347   Fax (662) 328-8361

WHERE THE SEED
MEETS THE DIRT

DCP-10DCP-10

DCP SERIES
MODEL # WIDTH WEIGHT 

DCP8 8’ 4,025#

DCP10 10’ 4,650#

DCP12 12’ 5,200#

DCP16 16’ 5,730#

CULTIPACKER SERIESCULTIPACKER SERIES

*OPTIONAL SCRAPPER KITS AVAILABLE* 

Well Built, Performance Driven Implements

• Designed for 40 to 120 HP 
tractors 

• Heavy duty 4” square tube 
steel main frames

• Front and Rear roller 
assemblies

• 16” Cast iron packer wheel
• Heavy duty roller assembly 

with 1 1/8”ball bearing
• 4” x 8” Hydraulic Cylinder

DCP SERIESDCP SERIES



CP-72LCP-72L

BCP SERIES
MODEL WIDTH WEIGHT

BCP1816 6’ 1,035#
BCP2416 8’ 1,208#
BCP3616 12’ 1,885#
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BCP SERIES
MODEL WIDTH WEIGHT

BCP1816 6’ 1,035#
BCP2416 8’ 1,208#
BCP3616 12’ 1,885#

To see our full line of Agricultural, Landscape, and Sportsman implements visit us on the web at 
www.monroetufline.com

PO Box 7755, Columbus, MS 39705   Phone (662) 328-8347   Fax (662) 328-8361

Well Built, Performance Driven Implements

CP-L SERIESCP-L SERIES

BCP2416BCP2416

• Designed for 18 to 40 HP tractors
• 3 Point Hitch Type
• 2” square tube steel main frames
• 9 1/2” Cast iron packer wheels
• 1 3/4”ball bearing
• Parking stands
• Category 1 Quick Hitch 
• Quick Hitch compatible
• Optional tongue assembly for pull type transport

• Designed for 40 to 100 HP tractors
• 3 Point Hitch Type
• Heavy duty 4” square tube steel main frames
• 16” Cast iron packer wheels
• Heavy duty roller assembly with 1 1/8”ball bearing
• Parking stands standard
• Category 1 Hitch (BCP1816)
• Category  1 - 2  Dual Hitch (BCP2416) 
• Category 2 Hitch (BCP3616)
• Quick Hitch compatible
• Optional tongue assembly for pull type transport

CP-L SERIES
MODEL WIDTH WEIGHT
CP48L 4’ 310#
CP72L 6’ 412#

*OPTIONAL SCRAPER KITS AVAILABLE* 

*OPTIONAL SCRAPPER KITS AVAILABLE* 

CULTIPACKER SERIESCULTIPACKER SERIES

CP-72LCP-72L


