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Well Built, Performance Driven Implements

SUBSOILERSSUBSOILERS
One & Two Shank Subsoiler ModelsOne & Two Shank Subsoiler Models

• Designed for 30 to 70 HP tractors
• 24”, 28” and 32” x 1 1/4” Hi-strength shanks
• Single bar - 7” x 5” tube frame
• Heat treated points
• Parking stands standard
• Quick Hitch compatible

SINGLE BAR MODEL SERIES
Model # Cat. Shanks Frame Spacing Weight 

1S24 Cat. 1 1-24” 26” 0 229#
1S28 Cat. 1 1-28” 26” 0 243#

1S242 Cat. 2 1-24” 49” 0 370#
1S282 Cat. 2 1-28” 49” 0 385#
2S24 Cat. 2 2-24” 49” 40” 520#
2S28 Cat. 2 2-28” 49” 40” 548#

2S2460 Cat. 2 2-24” 60” 52” 555#
2S2860 Cat. 2 2-28” 60” 52” 609#
2S2480 Cat. 2 2-24” 80” 72” 627#
2S2880 Cat. 2 2-28” 80” 72” 655#

DOUBLE BAR MODEL SERIES
Model # Cat. Shanks Frame Spacing Weight 

3S2490 Cat. 2 3-24” 90” Adj. 1160#
3S2890 Cat. 2 3-28” 90” Adj. 1205#
3S3290 Cat. 2 3-32” 90” Adj. 1264#

3S24107 Cat. 2 3-24” 107” Adj. 1222#
3S28107 Cat. 2 3-28” 107” Adj. 1267#
3S32107 Cat. 2 3-32” 107” Adj. 1326#

1S28

2S28

3S2890

Three Shank Subsoiler ModelsThree Shank Subsoiler Models
• Designed for 75 to 130 HP tractors
• 24”, 28” and 32” x 1 1/4” Hi-strength shanks
• Double bar - 7” x 5” & 5” x 3” tube frame
• Heat treated points
• Parking stands standard
• Quick Hitch compatible 
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V PLOWSV PLOWS
28” & 32” Shank Models28” & 32” Shank Models
• Designed for 60 to 200 HP tractors
• Three point lift models
• Category 2 & 3 Lift pins standard
 with optional Category 3 Quick Hitch pin
• 7” x 5” Tube Frame
• 28” or 32” x 1 1/4” Shanks
• Heat treated points
• All units equipped with shear bolts
• Guage wheels & tires optional

VP  SERIES
Model # HP Shanks Frame Spacing Weight

32888 60 3-28” 88” 20-30” 1036#
528120 90-100 5-28” 120” 20” 1552#
528142 90-100 5-28” 142” 20-30” 1618#
728142 130-150 7-28” 142” 20” 1989#
728182 130-150 7-28” 182” 20” 2134#
928182 160-180 9-28” 182” 20” 2504#
728222 130-150 7-28” 222” 30” 2248#
928222 160-180 9-28” 222” 20” 2619#
1128222 210-240 11-28” 222” 20” 2990#
33288 60 3-32” 88” 20-30” 1102#

532120 90-100 5-32” 120” 20” 1660#
532142 90-100 5-32” 142” 20-30” 1726#
732142 130-150 7-32” 142” 20” 2139#
732182 130-150 7-32” 182” 20” 2284#
932182 160-180 9-32” 182” 20” 2695#
732222 130-150 7-32” 222” 30” 2399#
932222 160-180 9-32” 222” 20” 2812#
1132222 210-240 11-32” 222” 20” 3224#

732182

OPTIONAL EQUIPMENT
Part # Description Weight
GW5KB Guage Wheel Kit  with 2-9.5L Tires 250#
13314 Additional Charge for T-1, 28” Shank N/C
13315 Additional Charge for T-1, 32” Shank N/C


